
Metallized polyester film A.C. capacitor (250V Safety film)

 Features

Very small size .

Ideal for use as interference suppression capacitors because a

flame-retardant epoxy resin (UL94V-0 recognized resin )is  used

as an outer coating .

Specifications

Temp. Range 40 +105

Rated Voltage 125V ac,  250V .ac

Capacitance Range 125V ac 0.010~4.7μF(E-12)

250V.ac 0.010~1.0μF(E-12)

Capacitance Tolerance 125V.ac,±10% K ,±20%(M)

250V.ac,±10% K

Dissipation Factor 0.01 /or less(at 1kHz)

Voltage proof                                       125V.ac 288V.ac 1min.

Between terminals                     250V.ac 575V.ac 1min.

                               125V.ac 1000V.ac 1min.

Between terminals and case      250V.ac 1500V.ac 1min.

Insulation Resistance C 0.47μF     2,000MΩ /or more   (at 500V.dc)

C 0.47μF     3,000ΩF /or more (at 100V.dc)

Endurance 105  WV×120% V.ac 1000Hr

C/C ±7% /with in     tanδ 0.011 /or less

IR C 0.47μF   1,000MΩ /or more

    C 0.47μF   1,500ΩF /or more

Damp heat 40 90~95%RH  WV×      1000Hr 

C/C ±10% /with in     tanδ 0.011 /or less

IR C 0.47μF     1,000MΩ /or more

     C 0.47μF     1,500ΩF /or more
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 Lead dimension(mm)

For a pitch space(F) of the taping specification,refer to "Taping dimensions "on page 27 29.

Style

Straight lead type Forming lead type
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 Dimension(mm)
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 Dimension(mm)

    Number of pieces for packing unit

 Characteristics of permissible current to frequency
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