
Metallized polypropylene film  A.C. capacitor 

 Features

Small size.
EMC noise reduction. (Across-the-Line)   

 Applications

Noise suppression for AC line.

Specifications

Temp. Range 40 +105

Rated Voltage   275V.ac

Capacitance Range  0.033~1.0μF E-12

Capacitance Tolerance  ±10% K

Dissipation Factor  0.002 /or less(at 1kHz)

 Between terminals:  633V.ac 1min

 Between terminals to Case: 1500V.ac 1min

Insulation Resistance  C 0.47μF   2,000MΩ /or more (at 500V.dc)

 C 0.47μF   3,000ΩF /or more  (at 100V.dc)

105  WV×120%V.ac  1000hr

C/C ±7% /with in     tanδ 0.002 /or less

 IR  C 0.47μF   1000MΩ /or more

 C 0.47μF   1,500ΩF /or more

40   90~95%RH  WV*          500Hr

C/C ±10% /with in     tanδ 0.002 /or less

 IR  C 0.47μF   1,000MΩ /or more

 C 0.47μF   1,500ΩF /or more

 Characteristics of permissible current to frequency

Withstand voltage

Endurance

Damp heat
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 Dimension(mm)

For a pitch space(F) of the taping specification,refer to "Taping dimensions "on page 25 27.

When using these capacitors as an across-the-line capacitor,more tha
one of the following conditions shall be abopted because the operatin
voltage is usually applied continuously and in addition a capacitor ma
aiso be subjected to the abnormal surge voltage such as lightening 
strike and so on.
1.Capacitors should be connected in parallel with varistor.
(bellow 470V).
2. Voltage applied for capacitor shall not  exceed 630V0-p.
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